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Exhibit 1: Site Location
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1. Where Station A walls are retained, Active Use and Active Lane Frontage controls do not apply. 
2. Potential mid-block alley crossing. Exact location of mid-block alley is to be determined during design of Block 13. See 
Section 6.3 and Appendix A.12. Active Lane Frontage is required on both sides of mid-block alley.
3. Potential mid-block passage location. Exact location of mid-block passage is to be determined during the design of 
Block 15. See Section 6.3 and Appendix A.6. 
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Notes:
1. Setbacks do not apply to district parking garage (see Figure 6.22.1 for potential locations).
2. On frontages facing mid-block alley/passage, buildings shall be set back at least 10 feet from the Streetwall at a height of 70 feet.
3. Potential mid-block alley crossing. Loading Bays and Off-Street Parking entries permitted along mid-block alley frontages. Exact 
location of mid-block alley is to be determined during design of Block 13. 
4. Potential mid-block passage location. Exact location of mid-block passage is to be determined during the design of Block 15. 
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Exhibit 2: Land Use Program



Reciprocal Easement Area

Exhibit 3: Property Ownership



Exhibit 4: Phasing Plan



Port Lands = 1.6 acres
Public Trust Easement Parcel = 2.0 acres (Waterfront Open Spaces = 0.9 acres, 23rd Street ROW = 0.9 acres, Other = 0.2 acres)

Exhibit 5: Public Trust Easement Option




